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1. Introduction 
This report describes the tests conducted at the test site of Q-railing Europe 
GmbH & Co.KG on Easy Glass® flange Mod 0946 from Q-railing’s catalogue, to 
be assembled with Ø48.3 mm and Ø42.4mm posts as shown in this report. 
 
 
The tests were done according to one or more of the following standards:  
 
 Country Standards 

 
1 United Kingdom  EN-1990, 1991, 1993, 1999, BSI 6180 

 
2 Netherlands  NEN-EN-1990, 1991, 1993, 1999, NEN 2680 

3 Germany DIN- EN-1990, 1991, 1993, 1999, DIN 18008 

4 Italy UNI 10806:1999 / UNI 10807:1999 
 

5 Spain CTE DB SE-AE, UNE 85-238-91 dynamic loads    

6 Poland PL-EN-1990, 1991, 1993, 1999 

7 Denmark DS-EN 1991-1-1 DK NA:2011 

8 Austria O norm B 1991-1-1/ ÖNORM B 3716-3 

9 Belgium B03-004-2015- NBN S 23-002 

10 France NF-EN-1990, 1991, 1993, 1999 EN-10204 / NF P 01-
013 

11 Portugal prNP004491_2009 

12 Norway NS-EN-1991-1-1:2002+NA:2008 

 
 
 
 
 
 
 



 

Technical Report (EU) 
EASY GLASS® Model 0946 

  28-08-2016 

4 Q-railing GmbH & Co. KG  
Marie-Curie-Straße 8-14 | D-46446 | Emmerich am Rhein | Germany 
T  +49  (0) 2822-91569-0 | F  +49  (0) 2822-91569-70 
E  sales@q-railing.de | www.q-railing.com 

2. Test arrangement 
Various barrier specimens were mounted on to a steel structure with a test rig 
from steel with sufficient strength to withstand loads applied to it. 

For each test, load was applied to the glass at the handrail design height. 

Load was measured with a load cell. 

Digital clocks were used to measure the deflection of the barrier from its neutral 
position. 

 
3. Materials 
     Hardware Description                                                            art. number 
 

a. Handrail Ø48.3: 13.8925.248.12 
b. Handrail Ø42.4: 13.8925.242.12 
c. Handrail brackets Mod 0711: 13.0711.248.12 
d. Handrail brackets Mod 0711: 13.0711.242.12 
e. Glass clamps Mod 28:                                                 13.2813.048.12 
f. Glass clamps Mod 28:                                                 13.2813.042.12 
g. Posts Ø48.3: 13.0900.248.12 
h. Posts Ø42.4: 13.0900.242.12 
i. Base flange Mod 0946: 13.0946.242.12 
j. Base flange Mod 0946: 13.0946.248.12 

 
 Glass description: 
 

a. 6mm -0.76PVB- 6mm laminated and toughened, 
 
For glass dimensions; see results table. 

 
 

 
Mod 0946 
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4.  Arrangement of test assembly 

 

 
 
    Test assembly             Deflection test 
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5. Test results  

 
Post: Ø48.3 

 
 
Post: Ø42.4 

 
 

6. Comments 

 

Line Load test: 
The loading was applied to the handrail at the height of 1.10m above finished 
floor level and the deflection was measured at the same height. 

 

 

 

 

 

 

 
 
 

Glass Glass Dimension system System 0,36 0,50 0,74 1,00

mm. mm. Width height kN/m kN/m kN/m kN/m

t.   n x w  x  H mm mm

(6-0.76-6) 2x1000x1000 2160 1100 10,8 18,1 48,2 99,5 Post type: 13090024812

(6-0.76-6) 2x1200 x1000 2560 1100 16,1 38,6 96,8 Post type: 13090024812

 type 

sh
e

e
t

Line Load 

deflection (mm)

Glass Glass Dimension system System 0,36 0,50 0,74 1,00

mm. mm. Width height kN/m kN/m kN/m kN/m

t.   n x w  x  H mm mm

(6-0.76-6) 2x720x1000 1600 1100 17,8 23,7 60,9 100+ Post type: 13090024212

(6-0.76-6) 2x920x1000 2000 1100 23,1 34,4 83,7 160+ Post type: 13090024212

 type 

sh
e

e
t

Line Load 

deflection (mm)
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7. General overview line load test 
 

 
 
 

 

 

 

 

 
 


