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KSA TWIN S12 24V DC

 

U
N

 24V DC (19 V ... 28 V)

I
N

 1,8 A

I
A

 2,4 A

P
N

 43 W

DC  5  (ED 30 % - ON: 3 min. / OFF: 7 min.)

 IP 32

 -5 °C ... +60 °C

F
Z

  . 1.200 N 

F
A

  .                             1.200 N

F
H

   5.000 N (   )

   

 ,  – 5 x 0,5 mm2, ~ 3 m

v
s = 400            8,0 mm/s    8,0 mm/s

s 500 – 600     12,0 mm/s    8,0 mm/s 

s 400 – 600 mm

L  .   

LM  .   

                     :             70 dB (A)  

  

1 2x     M8x16, 2x  

2 4x      

3  2x            

4 1x  -  „  “

 : ,  RWA

      S12 

    /     

   

 M-COM        
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KSA TWIN S12 24V DC 

   

s [mm] L [mm]
LM 
[mm]

./ .

400 1150 485 KSA TWIN 400 S12 24V E6/C-0 1 522745

500 1353 587 KSA TWIN 500 S12 24V E6/C-0 1 522755

600 1353 587 KSA TWIN 600 S12 24V E6/C-0 1 522765

 ./ .

    RAL-

 516030

 :

1 –  20 516004

21 –  50 516004

51 – 100 516004

 101 516004

     : 

AUMÜLLER-Click   -  5 m – ,  – 5 x 0,5 mm2 501252

AUMÜLLER-Click   - 10 m – ,  – 5 x 0,5 mm2 501253

  S12

    (  24V S12) 524190

  (  24V / 230V S12) 524180

 ./ .

M-COM    1 524177


